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SPECIFICATIONS 
Model name BNC-10T-G 

LCD Panel 10.4” TFT LCD (800*600) 400cd/m², MTBF 50,000HR 

CPU Intel J1900 processor Up to 2.42GHz 

Memory DDR3 4GB   

Storage HDD 500GB 2.5” 

Ethernet 100/1000 x 2 ports 

Serial Port  1 x RS232(2 x RS232 optional) 

Other ports 4xUSB 2.0, 1xVGA , 1xHDMI  

Operating Temperature 0°C~45°C 

Power Input AC/DC adapter (AC 100~240V/50~60Hz)  

Touch Screen 5 wires Analog resistive USB interface  

Net weight 3.3 Kg 

Overall Dimensions  273(W) X 218(H) X 78mm(D) 

BNC-10T-G 

 AMI UEFI BIOS, 64 Mbit SPI Flash ROM  

  EC IT8528E I/O Chip 

 Intel® Processor J1900 (2M Cache, Up to 2.42 GHz  

 FEATURES 

Industrial Panel PC 

 10.4 TFT LCD (800*600), 400cd/m²,  MTBF 50,000 Hours 

http://www.alphadisplay.co.kr/
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Industrial Panel PC 

          BNC-10T-G 

  Mechanical Drawing 
 

V1.0 

http://www.alphadisplay.co.kr/


www.benecom.co.kr 

SPECIFICATIONS 

Model name BNC-12T-G 

LCD Panel 12” TFT LCD (800*600)SVGA or (1024*768)XGA 

CPU Intel Baytrail J1900 onboard processor 2.42GHz/2M Cache 

Memory DDR3L 4GB (8GB optional)  

Storage SATA HDD 500G or128G SSD (higher optional)  

Ethernet Gb/s Ethernet x 2 ports 

Serial Port  1xRS232/422/485, 1xRS232 (adding 2xRS232 optional) 

Other ports 4xUSB 3.0, 1xVGA  

Operating Temperature -0°C~45°C 

Power Input DC 12V/6A/50~60Hz Adapter 

Touch Screen 5 wires Analog resistive RS232 interface  

Operating Humidity 0 ~ 90% relative Humidity, Non-condensing  

Expansion Interface 2 x PCI slot Expansion box (Optional) 

Net weight 5.5Kg 

Overall Dimensions  
352.5(W) X 257.5(H) X 90.8mm(D) 

(without expansion box) 

BNC-12T-G 

 AMI 64Mbit SPI BIOS 

 5 wires resistive touch screen 

 2 x 204-pin DDR3L 1333MHz Sodimms, upto 8GB 

 Intel Baytrail Processor J1900 2.24GHz, 2M Cache 

 EC IT8528E I/O Chip 

 FEATURES 

Industrial Panel PC 

http://www.alphadisplay.co.kr/
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Industrial Panel PC 

          BNC-12T-G 

  Mechanical Drawing 
 

V1.0 
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  Mechanical Drawing (2 PCI expansion Box) 
 

Industrial Panel PC 

          BNC-12T-G 
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SPECIFICATIONS 
Model name BNC-17T-G 

LCD Panel 15” TFT LCD (1024 * 768) 

CPU Intel J1900 processor 2GHz 

Memory DDR3 4GB  

Storage  HDD  500GB  

Ethernet 10/100/1000 x 2 ports 

Serial Port  2 x RS232 (option x 6 RS232)  

Other ports 4xUSB 2.0, 1xVGA , 1xHDMI 

Operating Temperature 0°C~45°C 

Power Input AC 100~240V/4~2A/50~60Hz  

Touch Screen 5 wires Analog resistive RS232 interface  

Net weight 6Kg 

Overall Dimensions  405(W) X 318(H) X 95.5mm(D) 

BNC-15T-G 

 15” TFT LCD panel PC  

 5 wires resistive touch screen 

 AMI UEFI BIOS, 64 Mbit SPI Flash ROM  

 FEATURES 

Industrial Panel PC 

 Intel® Processor J1900 (2M Cache, 2GHz) 

 EC IT8528E I/O Chip 

http://www.alphadisplay.co.kr/
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Industrial Panel PC 

          BNC-15T-G 

  Mechanical Drawing 
 

V1.0 
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SPECIFICATIONS 
Model name BNC-17T-G 

LCD Panel  17” TFT LCD (1280 * 1024) 

CPU Intel 2GHz(2M Cache) 

Memory DDR3 4GB  

Storage SSD 64GB MLCC 

Ethernet 100/1000 x 2 ports 

Serial Port  2 x RS232 

Other ports 4xUSB 3.0, 2x USB 2.0, 1xVGAI 

Operating Temperature -0°C~45°C 

Power Input DC12V/6A AC/DC adapter (AC220V/60Hz)  

Touch Screen 5 wires Analog resistive RS232 interface  

Expansion Interface 1 x PCI slot (Optional) 

Overall Dimensions  438.1(W) X 363.8 (H) X 93mm(D) 

BNC-17T-G 

 USB Front access 

 5 wires resistive touch screen 

 80mm thickness slim 17” LCD panel PC  

  EC IT8528E I/O Chip 

  Intel® Processor 2Ghz(2M Cache, Up to 2.42 GHz) 

 FEATURES 

Industrial Panel PC 

http://www.alphadisplay.co.kr/
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Industrial Panel PC 

           BNC-17T-G 

  Mechanical Drawing 
 

V1.0 
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SPECIFICATIONS 
Model name BNC-19T-G 

LCD Panel  19” TFT LCD (1280 * 1024) 

CPU Intel 2GHz(2M Cache) 

Memory DDR3 4GB  

Storage HDD 500GB or SSD 128GB 

Ethernet 100/1000 x 2 ports 

Serial Port  3 x RS232 

Other ports 4xUSB 3.0, 2x USB 2.0, 1xVGAI 

Operating Temperature -0°C~45°C 

Power Input DC12V/6A AC/DC adapter (AC220V/60Hz)  

Touch Screen 5 wires Analog resistive RS232 interface  

Expansion Interface 1 x PCI slot (Optional) 

Overall Dimensions  434.1(W) X 376 (H) X 87mm(D) 

BNC-19T-G 

 USB Front access 

 5 wires resistive touch screen 

 87mm thickness slim 19” LCD panel PC  

  EC IT8528E I/O Chip 

  Intel® Processor 2Ghz(2M Cache, Up to 2.42 GHz) 

 FEATURES 

Industrial Panel PC 

http://www.alphadisplay.co.kr/
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Industrial Panel PC 

           BNC-19T-G 

  Mechanical Drawing 
 

V1.0 
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SPECIFICATIONS 
Model name BNC-215T-G 

LCD Panel 21.5” TFT LCD (1920 * 1080) 

CPU Intel J1900 processor 2GHz 

Memory DDR3 4GB  

Storage  HDD  500GB  

Ethernet 10/100/1000 x 2 ports 

Serial Port  2 x RS232 (option x 4 RS232)  

Other ports 4xUSB 2.0, 1xVGA , 1xHDMI 

Operating Temperature 0°C~45°C 

Power Input AC 100~240V/4~2A/50~60Hz  

Touch Screen 5 wires Analog resistive RS232 interface  

Net weight 10Kg 

Overall Dimensions  533.5(W) X 342(H) X 97mm(D) 

BNC-215T-G 
 

  AMI uEFI BIOS, 64 Mbit SPI Flash ROM  
 

 5 wires resistive touch screen 

 21.5” TFT LCD panel PC (FULL HD)  

  
EC IT8528E I/O Chip 
 

 
  Intel® Processor 2.0GHz (2M Cache) 
 

 FEATURES 

Industrial Panel PC 

http://www.alphadisplay.co.kr/
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Industrial Panel PC 

         BNC-215T-G 

  Mechanical Drawing 
 

V1.0 
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